ALLPAX
WATER IMMERSION

Horizontal Static/Rotational Retorts

PRODUCTION RETORTS & SOFTWARE

DESIGNED BY THERMAL PROCESSING SPECIALISTS
Allpax manufactures the most complete line of retorts and
sterilization systems in the world. All of our equipment and
control software is designed by engineers and specialists in the
field of thermal processing of low-acid foods in cans, pouches,
jars and bowls. Our products conform, meet or exceed the
standards specified in 21 CFR in design and fabrication. The
internal piping design of the Allpax WATER IMMERSION retort
allows for even temperature distribution to deliver optimal come-
up times.

ASME CODED AND RATED

The Allpax WATER IMMERSION retort is pressure rated to 87
psi, and can be ordered with a self-contained hot-water preheat
tank. The retorts can be ordered with manual, or automatic
quick-opening doors in either swing-open or orbiting design.
Vessel materials options are carbon steel or stainless steel.
Piping can be specified as galvanized or stainless steel. Allpax
retorts are ASME coded and registered with the National Board.

SEVERE-DUTY CONSTRUCTION AND COMPONENTS

We've used the same severe-duty construction / minimum-
downtime concept for the Allpax WATER IMMERSION retort as
we do for all of our retorts, robotics and material handling
equipment. All components are premium quality. The valves,
drive components and field devices are sourced for rapid
availability for minimum spare parts inventory. The electrical /
pneumatic panel attached to the retort is NEMA 4 rated com-
plete with a 15" Allen Bradley color touch screen HMI.

DESIGNED, BUILT, AND SUPPORTED BY ALLPAX

All of our equipment is manufactured by Allpax technicians spe-
cializing in precision fabrication and control. Like all of our retorts
and other processing equipment, Allpax WATER IMMERSION
retorts are supported and serviced by the same people who de-
signed and built them; right here in Covington, Louisiana.

EQUIPMENT & SYSTEM FEATURES

> Available in standard diameters and lengths
from 24” (600mm) to 72" (1800mm).

Rotational agitation available up to
63" (1600mm) diameters.

Allen Bradley hardware & software products.
Carbon or 304 Stainless Steel Construction.
15" Allen Bradley touch screen HMI.

Doors - Manual or Automatic / Swing-Open or
Orbiting.

Allpax PAXWARE PLC Retort Controller for
automated process control.

Allpax MONITOR Host Recipe Editor and re-
port generator.

Allpax ALLVIEW Operator Interface Graphics.

Automated, patented basket clamping to en-
sure even clamping force distribution.

Severe duty rotational drive components capa-
ble of continuous operation up to 25 RPM.

> 24/7 support available by Allpax Engineers.

RETORT CONTROLS

The Allpax MONITOR retort control system has been
reviewed and accepted by both the FDA and USDA. It features
automatic, on-line deviation correction, retort log reporting,
electronic signatures, multi-level security, alarm reporting, and
optional Ball Formula process calculation. The system is
recipe-driven, allowing the company’s process authority the
greatest level of control over retort room operations.

See the reverse side for the features and functions of

this system. C

The Allpax Line of Retort Room Equipment

RETORTS:-LOADERS-AUTOMATION
HIGH TECHNOLOGY - HIGH QUALITY - STRONG SUPPORT
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